E

MUFFLE FURNACE HIGH TEMPERATURE FURNACE

MF  Tmax500°C - 1200°C HTF  Tmax 1400°C / 1600°C / 1800°C

Standard Features Standard Features

O silicon Carbide Muffle O Optional — Vacuum / Gas D Dual shell housing for low skin D Opt_lonal Vacuum/Gas
: temperature Purging
D Energy efficient insulation and Purging ; o : ; A
d , i O High guality insulation and O Customizable size
low skin temperature O Customizable Size

heater for better uniformity
O Overtemperature protection K % :
Inside Dimensions

M | Li H ( |
g Inside Dimensions = ade el (mm) (WxDxH) eating Element
Liters Heating Element . .
(mm) (WxDxH) HTF1400 | 69 | 170Xx270X150 | 3.5 Silicon Carbide
iraid > AT % 35 Zii aihal Ak HTF1600 | 69 | 175x300Xx150 | 3.2 MosSi,
b L i R 32 il il HTF 1600G| 12.0 | 175X340X200 | 5.0 | MoSi(with vacuum)
MF 512 18.5 200 X 400 X 230 8.0 Kanthal Al HTF 1800 4.0 150 X 240 X 110 4.0 MGS]Z
MEAL L SR IO 20 Kanthal Al HTF1800G| 9.0 | 150X330X180 | 5.0 | MoSi,(with vacuum)
BOTTOM LOADING FURNACE TUBULAR FURNACE
BLF Tmax 1200°C/1400°C/1600°C/1800°C TF Tmax 1200°C/1400°C/1600°C/1800°C

Standard Features

Standard Features

O Easy loading/unloading of O Dual shell housing for low skin O Energy efficient insulation and O Optional — Three zone tube
samples with uplifting temperature design furnace
arrangement O Optional=Vacuum/Gas Purging O Multi zone temperature O Vacuum/Gas Purging
O Customizable Size control for better uniformity O Customizable Size
4 ; 4 Inside Dimensions
. Inside Dimensions Heating Model kw Heating Element
Model Liters (mm) (WxDxH) kW Element (mm) (WxDxH)
ilE ;
BLF 1200 1.8 120 X120 X 120 2.8 Kanthal A1 = iigg :g iigg E 23 iiig 2 i Sll'fa”t'::at z_ld
BLF 1500 18 120X120X120 | 3.2 |silicon Carbide ‘ LSSl
BLF 1800 18 220 X 120 X 120 3.0 Mosi TF 1600 50 X200 & 80 X250 4.0 Mo5i,
: ' S TF 1800 50 X200 & 80 X250 4.0 MoSi,
Other * Thermocouples * RTDs * Cables = Calibration Equipments * Calibration Services
Prodicte * Non-Contact Pyrometers+ Thermal Imagers * Industrial Heaters = Industrial Furnaces For Details

* Temperature / Pressure Gauges
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