“W\TEMPSENS

RTD WITH CABLE & FITTING
(SPRING LOADED)

1 Pt-100x1, Simplex
RTD Element 2 Pt-100x2, Duplex
Other Consult Factory
W2 2- Wire
i 3- Wire
Cable Junction Style W3 !
W4 4- Wire
3 @3mm
4.5 @4.5mm
Sheath "OD" 6 gemm
8 @8mm
Fitting Other Consult Factory
Spring  Sheath Material 316 SS 316
Other Consult Factory
1/4"
Threads 172"
3/4"
3/8"
L Fitting — B.S.P./ T
N.P.T.
| 11/4"
11/2"
Spring Length "
Sheath = (Mm) M-Thread | M20X1.5, M18X1.5,
| M33X2, M27X2
Consult Facto
Inset Length Other i
"L2" (mm)
| A Teflon/Teflon Insulated
. Flexible Cable
Nominal Length | Teflon Insulated &
of RTD (L)(mm) B SS Braided Flexible Cabl
| C FG/FG Insulated
Flexible Cable
Type of Cable 5 PVC/PVC Insulated
Flexible Cable
| E FG/FG/Insulated/SS
Braided
Cable Length
(ni‘m;e end Other Consult Factory
A ANSI MC96.1
Calibration Standard D DIN
| IEC
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