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Tempsens Introduces
New Product
Temperature &

Pressure Gauges

TEMPERATURE GAUGES

Tempsens Instruments pleased to
introduced new products Temperature and
Pressure Gauges with the vision to provide
complete thermal engineering solutions

under one roof to all our valued customers

This is our revolutionary concept for gauges
with great quality & performance.

We offer wide range of Temperature Gauges -
Bimetallic Thermometers, Liquid & Gas Expansion
| Thermometers and Pressure Gauges — Bourdon Tube,
J-_- Sealed Diaphragm, Compact Sealed, Schaffer
& diaphragm, Capsule diaphragm etc.
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PRESSURE GAUGES

TECHNICAL SPECIFICATIONS

* Sensing Elements : Bi-metal, liquid filled, Gas filled
o Dial Size : 63, 100, 150 mm
» Stem Dia: 6, 8, 10, 12 mm
* Range : Min. -40°C, Max. 600°C
* Accuracy : Class 1 as per EN13190
* Over-Range Protection : 30% above FSD
* Reference Standard : EN13190/1S13211/ASMEB40.3
* Enclosure Protection : IP-55, IP-65 (Filled)
* Connection : 1/8", 1/4", 3/8", 2" BSP/NPT (M/F)
* Mounting : Center back, Bottom direct, Every angle mounting
s Special Feature :
» Electric Contact Type Thermometer
* Dual Scale
¢ External Zero Adjustment

* Gas/Liquid filled with capillary max length upto 30 Mir
« Dampening Liquid Glycerin/Silicon oil filled

TECHNICAL SPECIFICATIONS

* Sensing Elements : Bourdon Tube, Sealed diaphragm,
Compact sealed diaphragm, Schaffer Diaphragm, Capsule
Diaphragm

= Dial Size : 40, 50, 63, 80, 100, 150, 250 mm

* Range : Vacuum, Compound, 0....1Kg/cm*to 0....2100Kg/cm’

» Accuracy : 1% FSD

» Over-Range Protection : 30% above FSD

* Reference Standard : 153624, EN837

* Enclosure Protection : IP-55, IP-65 (Filled)

» Connection : 1/8", 1/4", 3/8", %" BSP/NPT (M/F)

* Mounting : Bottom/ back direct , Bottom surface, Back panel,
Back bracket mounting

= Special Pressure Gauges :

* Maximum reading pointer pressure gauge
¢ Homogenizer Pressure Gauge

s Mud Pressure Gauge

¢ Electric Contact Pressure Gauge

¢ Dampening Liguid Glycerin/Silicon oil filled
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